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GOTHAM CHALKBOARD and TRIM CO., INC. 
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a fine product—a fine name 

Our two factories, in New Rochelle, New York and 
Marked Tree, Arkansas, with 100,000 square feet of 
productive capacity, make Gotham the largest plant 
in the country devoted to the exclusive manufac¬ 
ture of chalkboard and related products. 

Their ultra-modern equipment and facilities are de¬ 
signed to cope with the ever-increasing demand for 
Gotham's products — the most extensive line, we 
are proud to say, in the industry. 

Both plants are geared to the single objective of 
manufacturing Gotham's functional and eye-pleas¬ 


ing products for installation in today's functional 
and eye-pleasing schools. 

Gotham's formula for growth, underscored by 
steady expansion during the course of three dec¬ 
ades, is constant change — constant improvement 
— constant search for new and better products to 
meet today's needs and tomorrow's trends. 

That is why no chalkboard or chalkboard trim bears 
a finer name. That is why Gotham, year in and 
year out, has led the way. That is why those who 
want premium products at no premium in price in¬ 
sist on Gotham. 


FOUR TYPES OF 


GOTHAM CHALKBOARD 


1 CERAMO-STEEL 

Highest quality board with porcelain 
enamel writing surface fused to 18 
gauge steel with either Vi" plywood or 
wood core backed with .015 aluminum 
sheet or foil. 

see page 4 

2 VITRO-MATIC 

A quality board with porcelain enamel 
writing surface fused to 24 gauge 
Armco aluminized steel with either Vi" 
plywood or wood core backed with .015 
sheet aluminum or foil. 

see page 5 


3 HI-TEMP 

An economy steel chalkboard with 
chalkboard surface fused at high tem¬ 
perature to 24 gauge corrosion resistant 
steel laminated to Vi" wood core with 
aluminum foil back. (Other core or 
backing materials are available.) 

see page 6 


4 COMPOSITION 

High grade economy boards with a 
writing surface of silicon carbide and 
other abrasives, automatically sprayed 
on a choice of eight different backings 
to meet various requirements. 

see page 7 


aojmImW coIma f(vt all/ bowuk... 



STANDARD BLUE GREEN HEMLOCK GREEN 
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Ceramo-Steel high quality porcelain steel chalkboard 


newest ceramic coated steel chalkboards 

features 

improved writing surface: "Ceramo-Steel" 
chalkboard writing surface, the new development in 
chalkboard manufacture, insures excellent writing 
and erasing qualities with all types and colors of 
chalk. The ceramic material fused onto the surface 
of "Ceramo-Steel" chalkboards contains abrasives 
throughout the entire thickness, thus making it 
impossible for the writing surface to become slick 
or glossy with use. 

durability: "Ceramo-Steel" is built to give lifetime 
satisfaction. Its writing surface is unaffected by 
normal usage (see guarantee below). The 18 gauge 
steel is extremely tough and will withstand severe 
shocks, impacts and scratches as well as extreme 
changes in temperature. It will not warp or buckle 
and it cannot shatter, crack or explode. 

accelerated wear test: Based on the equivalent 
of approximately seventy years of average school 
use, the results indicate that Gotham "Ceramo-Steel" 
chalkboard is unaffected as to writing and erasing 
qualities. Photostatic copies of the complete labora¬ 
tory report are available upon request. 

ease of installation: "Ceramo-Steel" requires no 
special handling techniques. It is readily cut, drilled 
and fitted on the job and no special tools are 
required. 


maintenance: No special care is required for 
"Ceramo-Steel" chalkboards, for they are easily 
washed with warm water and a damp cloth or 
sponge. 

lifetime guarantee: "Ceramo-Steel" chalkboard 
carries an unconditional lifetime guarantee under 
normal conditions of usage. 

standard sizes: 3'-0", 3'-6" and 4'-0". Standard 
lengths up to lO'-O" in single sheets. 

colors: Available in standard blue green, hemlock 
green, charcoal gray, medium gray, powder blue 
and earth brown. See page 3. 

recommended specifications: All chalkboards 
shall be Gotham "Ceramo-Steel" chalkboard made 
from 18 gauge steel with a special ceramic porce¬ 
lain coating. The steel is firmly laminated under 
pressure to Va" wood core or plywood with a special 
waterproof cement, with .015 aluminum sheet or 
aluminum foil backing. 

The writing surface shall not become slick or glossy 
with use and shall not chip, crack or peel. 

ALL CHALKBOARDS SHALL BE IN CONFORMANCE 
WITH PORCELAIN ENAMEL INSTITUTE SPECIFI¬ 
CATION S: 104. 
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Vitro-Watic quality porcelain steel chalkboard 


i 


> 


> 


Made from 24 gauge 
Armco aluminized steel 
with lifetime porcelain en¬ 
amel finish, Gotham 
"Vitro-Matic" Chalkboard 
is the answer where dura¬ 
bility, beauty and econo¬ 
my are factors of selection. 


features 



economy: Here is a porcelain enamel steel chalk¬ 
board that is lower in price than slate and glass and 
that is within the price range of better grades of 
composition chalkboards. 

tough and durable: The lifetime porcelain enam¬ 
el finish endows "Vitro-Matic" with a tough, durable 
chalkboard surface which becomes neither slick nor 
glossy with continued use. 

superior writing surface: The special qualities 
of "Vitro-Matic" insure ease of writing and erasing 
with all types and colors of chalk and erasers. 

ease of installation: Its relative light weight — 
only two pounds per square foot — makes "Viiro- 
Matic" easy to handle. No special tools are 
required. These chalkboards can be drilled, sawed, 
punched, sheared and nailed on the job without any 
damage to the surface. 

maintenance: "Vitro-Matic" chalkboards can be 
easily cleaned and washed as often as necessary. 
Periodic use of porcelain enamel cleanser will 
remove all residual chalkdust, wax, glue, etc. 


guarantee: The writing surface of "Vitro-Matic" 
has an unconditional lifetime guarantee against 
cracking, chipping or glossing, under normal con¬ 
ditions of usage. 

standard sizes: 3'-0", 3'-6" and 4'-0". Standard 
lengths up to lO'-O" in single sheets. 

weight: Two pounds per square foot. 

colors: Available in standard blue green, hemlock 
green, charcoal gray, medium gray, powder blue 
and earth brown. See page 3. 

recommended specifications: All chalkboards 
shall be Gotham "Vitro-Matic" chalkboard made 
trom 24 gauge Armco aluminized steel with special 
porcelain enamel finish, laminated under pressure 
to Vi" wood core or plywood with .015 sheet alumi¬ 
num or aluminum foil backing. 

The writing surface shall not become slick or glossy 
with use and shall not chip, crack or peel. 

ALL CHALKBOARDS SHALL BE IN CONFORMANCE 
WITH PORCELAIN ENAMEL INSTITUTE SPECIFI¬ 
CATION S: 104. 
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J4i-Oemp economy steel chalkboards 



features 

economy: A new steel chalkboard that costs no 
more than better grade composition chalkboards. 

improved material: "Hi-Temp" steel chalkboards 
are fabricated from specially plated, 24 gauge cor¬ 
rosion resistant steel sheets. This steel is chemically 
treated to provide superior bonding surface of chalk¬ 
board material. 

writing surface: "Hi-Temp" chalkboard surface 
is applied to 24 gauge corrosion resistant steel sheets 
with automatic spraying equipment, in temperature 
controlled, dust-free spray rooms, and then fused at 
high temperature to the steel sheet in rigidly con¬ 
trolled, automatic ovens. This process provides a 
uniform, superior chalkboard writing surface, which 
is durable, rugged, and fade resistant. 

ease of installation: "Hi-Temp # s" light weight— 
approximately 2 pounds per square foot—makes 


it easy to handle. It can be cut, drilled, sawed, or 
nailed without damage to the surface. 

guarantee: "Hi-Temp" steel chalkboards are guar¬ 
anteed for a period of twenty-five years against 
fading, chipping, or becoming glossy under normal 
conditions of classroom usage. 

standard sizes: "Hi-Temp" steel chalkboard is 
available in 3'-0", 3'-6" and 4'-0" heights. Standard 
lengths available up to 12'-0" in single pieces. 

colors: Available in standard blue green, hemlock 
green, charcoal gray, medium gray, powder blue 
and earth brown. See page 3. 

recommended specifications: All chalkboards 
shall be Gotham "Hi-Temp" chalkboard, made from 
24 gauge corrosion resistant steel, laminated to Vi" 
wood core with aluminum foil backing. (Other core 
or backing material is optional.) 
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composition chalkboard 


Gotham's well-known and economical composition 
chalkboards can now be blended or contrasted 
with the smartness and good taste found in today's 
contemporary classroom interiors. 

The writing surface is composed of silicon carbide 
and other abrasives suspended in a durable syn¬ 
thetic plastic coating for highest abrasion resistance, 
chalking and erasing qualities. 

All Gotham chalkboards are sprayed, sanded and 
baked by a fully-automatic system. 

In installing these chalkboards, Gotham aluminum 
metal joints for abutting sections can be used. These 
joints, too, are furnished in colors to match or con¬ 
trast with the chalkboards. 


specifications 

All chalkboards shall be GOTHAM (type) in (color). 
See page 3. 

Chalkboards shall be set in accordance with stand¬ 
ard practice and recommendations of manufacturer. 
GOTHAM spotting cement shall be applied in spots 
every 12" o. c. both horizontally and vertically. 
Boards shall be firmly pressed into position and 
leveled plumb and true. 

Pressure shall be maintained against the boards for 
a minimum of 48 hours. 

colors: Available in standard blue green, hemlock 
green, charcoal gray, medium gray, powder blue 
and earth brown. See page 3. 
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; chalkboard 

description 

weight 

| thickness | 

STANDARD 

STRUCTO-BOARD 

#205 

U. S. Gypsum's Structo-Board, wood fibre body formed 
under heat and pressure into smooth homogeneous 
hardboard with Gotham's superior chalkboard surface. 

1.0 

pounds 
per 
sq. ft. 

1/4" 

TEMPERED- 

STRUCTO-BOARD 

#200 

U. S. Gypsum Structo-Board, wood fibre body specially 
treated with tempering oil, polymerized by baking, to 
increase hardness and reduce moisture absorption. 

1.1 

pounds 
per 
sq. ft. 

STANDARD 

STRUCTO-BOARD 

#245 

Composed of two sheets !4" Standard Structo-Board 
laminated under pressure. Available with tongue and 
groove joints, or metal joiners in colors to match. 

2.0 

pounds 
per 
sq. ft. 

7/16" 

TEMPERED- 

STRUCTO-BOARD 

#240 

Composed of two sheets !4" Tempered Structo-Board 
laminated under pressure. Tongue and groove joints or 
metal joiners in colors to match. 

2.2 

pounds 
per 
sq. ft. 

PRESDWOOD 

#210 

Masonite Standard Presdwood stong, homogeneous, 
grainless panels, composed entirely of exploded wood 
fibers permanently bonded together with natural lignin, 
with Gotham's superior chalkboard surface. 

1.3 

pounds 
per 
sq. ft. 

1/4" 

TEMPERED- 

PRESDW00D 

#220 

Masonite Tempered Presdwood panels are manufactured 
with special tempering liquid that is polymerized by 
baking. This process reduces rate of moisture absorption 
and increases resistance to abrasion seven times. 

1.4 

pounds 
per 
sq. ft. 

TEMPERED- 

PRESDW00D 

#250 

Two sheets of 14" Tempered Presdwood are laminated 
under pressure to form extremely strong, rigid and water¬ 
proof panels. Tongue and groove joints or metal joiners 
in colors to match. 

2.8 

pounds 
per 
sq. ft. 

1/2" 

FLEXBOARD 

#230 

Chalkboard base is a cement-asbestos fireproof panel 
with an extremely small expansion rate. Gotham's special 
sealing process prior to application of chalkboard surface 
prevents the alkalis in body of chalkboard from attacking 
the surface. (Also available in !4" thickness—Flexboard 
#235) 

1.8 

pounds 
per 
sq. ft. 

3/16" 


standard sizes 


width 

3'-0" 

3 '- 6 " 

4'-0" 


maximum 

single 

length 

12 , - 0 ,/ 


width 

3'-0" 

3 '- 6 " 

4 / -0 ,/ 


maximum 

single 

length 

16'-0" 


width 
3'-0" 
3 ' -6" 
4 / -0 ,/ 


maximum 

single 

length 

lO'-O" 
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Used for both unmounted and mounted bulletin 
boards and iackboards, Gotham COLOR-CORK is 
a burlap-backed cork board with a vinyl coating. 
Introduced by Gotham, COLOR-CORK meets the 
highest quality standards and is backed by 60 years 
of manufacturing experience and a continuous pro¬ 
gram of research and product improvement. Despite 
its many advantages, versatility and harmonious 
contemporary colors, COLOR-CORK is moderate in 
cost. 

sixteen colors 

The 16 handsome hues of COLOR-CORK (see op¬ 
posite page) provide a rainbow of color for mix or 
match interior color schemes. This wide variety 
permits blending and complementing of color in all 
chalk board and bulletin board areas. 

washable vinyl coating 

COLOR-CORK meets all threats to its original fresh, 
handsome appearance with a tough, durable, wash¬ 
able vinyl coating. Due to this water and soil 
resistant surface, all traces of dirt and other dis¬ 
coloration can be removed quickly and easily with 
soap and water. 

color throughout 

Each rich color of COLOR-CORK is an integral part 
of the material itself. This feature further assures 
that COLOR-CORK used in bulletin boards and other 
applications will remain attractive throughout many 
years of service. 

resistance 

COLOR-CORK affords reliable, long-lasting resist¬ 
ance to most common chemicals, scratching, crack¬ 
ing, and abrasion. 

uses 

Because of its strength, resilience, washability and 
wide range of colors, COLOR-CORK is an ideal 
surfacing material for temporary and permanent 
display walls and areas in museums, libraries, audi¬ 
toriums and theatres. COLOR-CORK is also highly 
recommended as a durable, washable, colorfast 
covering for all interior walls and floors. In such 
applications, its acoustical properties are an added 
major advantage. 

dimensions 

Gotham COLOR-CORK is made in two thicknesses— 
V6" and Vi"—and is available in lengths up to 90' 
and heights up 78". Mounted COLOR-CORK is fur¬ 
nished in maximum lengths of 12'-0" and maximum 
widths of 4'-0". 

specifications 

All surfaces for bulletin boards and/or tackboards 
shall be COLOR-CORK as manufactured by 
Gotham, with colors selected from 16 standard colors 
of Gotham COLOR-CORK. All cork shall have vinyl 
surfacing, contain color throughout thickness, and 
have burlap backing. All corkboard and/or tack¬ 
boards shall be installed in accordance with manu¬ 
facturers directions. 


tests* by recognized independent laboratories 

• washability 

Sample was soiled with water based and oil based 
artificial soil mediums containing coal and siliconous 
dust. Rating—Most of soil was readily removed by 
washing soap or synthetic detergent. Comparative 
washability tests were made on a typical textured 
vinyl coating covering. Color-cork showed superior 
washability properties. #171,530 

• moisture resistance 

Sample was subjected to a water-filled tube 12" long 
x Vi" I.D. the edge of which was sealed to surface of 
material at 77°F., 50% relative humidity for 48 hours. 
Results are given as the reduction of the water level 
in m.l. in the tube over a 48 hour period. 4 hrs.—0.0, 
8 hrs.—0.0, 24 hrs.—0.5, 36 hrs.—0.7, 48 hrs.—0.9. 
Rating—Color-cork has good resistance to penetra¬ 
tion by surface moisture. #59232C. 

Sample tested to determine water absorption. Results 
are given in ml. per square inch per hour. Rating— 
The surface of Color-cork repels water. A very small 
quantity of water is absorbed through microscopic 
pores in the coating. #171,530 

• stain resistance 

Sample was subjected to drop of ink placed on sur¬ 
face. Results were determined by waiting one minute 
before wiping with a dry cloth and then with a damp 
cloth. Dry cloth left a faint stain; damp cloth, no 
stain. #171,212 

• flexibility 

Sample was subjected to 180° of bending around a 
IV 2 inch mandrel at 72°F. No cracks appeared. 
#171,212 

• residual indentation 

Sample was supported on a steel plate and subjected 
to an 80 lb. indenting load consisting of a flat cylin¬ 
drical steel bar 1.5 inches in diameter, stated load 
applied for 10 minutes. Results are given as the resid¬ 
ual indentation found, stated in % of original thick¬ 
ness of the material at the times listed in hours after 
removal of the load. 1 hr.—0.21, 4 hrs.—0.08, 8 hrs.— 
0.00, 24 hrs.—0.00. Rating—The material has recov¬ 
ery characteristics which cause complete disap¬ 
pearance of the indentation within 8 hours after 
removal of the load. #59232B 

*Tests #171,212 and 171,530 were conducted by Davis <£ 
Bennett, Inc. 

All other tests by United States Testing Company, Inc. 

natural cork 

Natural cork bulletin boards in thicknesses of Vs" 
and Vi" also available. Maximum unmounted size 
90 feet by 4 feet. Maximum mounted size 12 feet 
by 4 feet. 

Gotham also has available a wide variety of vinyl 
tackboard materials. 


color consultant, Eleanor Pepper 

professor, Department of Interior Design, Pratt Institute 

for additional information on these and other COLOR-CORK applications see: 
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Sweet's Architectural File - (wall and floor covering) 

GO 


Sweet's Product Design File 


4d 

GO 


(product design uses) 
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Light Blue no. 14 





Wedgwood Blue no. 9 



Light Green no. 8 





Hemlock Green no. 4 



• Light Tan no. 10 



• Bright Gold no. 12 



• Rose Red no. 11 



• Dark Tan no. 2 



• Golden Beige no. 13 



• Rose Pink no. 16 



Warm Beige no. 20 





Coral no. 18 



• Sand Gray "«>• 6 • Black no. 19 
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visible screws 


Details: See pages 12-13 

This superior trim has established the highest 
standards in its many years of performance. Snap- 
Tite is a trim that meets fully those requirements 
and features that architects agree are important: 

features 

durable: Extruded aluminum frames provide extra 
rigidity and strength which make Snap-Tite a 
permanent installation for the life of the building. 

appearance: Neat and smart, Snap-Tite has an an¬ 
odized finish which adds to the attractiveness of the 
modern classroom. There can be no unsightly butt- 
joints because aluminum extrusion permits installa- 




<P c 7., economy with beauty 

^ ycrciv-^Jite - 



Details: See pages 14-15 

To assist those progressive architects who are seek¬ 
ing new methods of gaining beauty and utility, 
while reducing costs, Gotham presents Screw-Tite 
economy trim—extruded anodized aluminum frames 
for chalkboards and corkboards in single continuous 
lengths. 

Screw-Tite is an extremely efficient, versatile and 
thoroughly practical approach to the problem of 
trim. 

features 

economy: Architects can now specify aluminum 


c 7., eliminates grounds 



Details: See pages 16-17 

The most modern and economical approach to the 
problem of neat, long lasting aluminum frames. Slip- 
tile completely eliminates grounds, yet maintains 
the beauty and utility of anodized aluminum frames. 

features 

economy: The elimination of grounds and sim¬ 
plicity of installation greatly reduces the cost. 
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recommended specifications 


tion in single lengths. And, of course, Snap-Tile elim- 
inates all visible screws. 

maintenance: None required, for ihe anodized 
aluminum eliminates the necessity for painting and 
upkeep. 

variability of design: Snap-Tile trim lends itself to 
the flexibility of design that architects desire in class¬ 
room layout of chalkboards and corkboards. 

ease of installation: Snap-Tite trim is easily in¬ 
stalled. It requires no special tools and is readily 
cut and mitred on the job. 


frames within the price range of steel and wood 
frames. 

ease of maintenance: There are no painting 
finishing or maintenance problems with Screw-Tite. 

durable: Screw-Tite trim looks better and functions 
better — and for a longer period of time. Its firmness 
and strength are underscored by the Gotham guar¬ 
antee. 

ease of installation: Screw-Tite is easily in¬ 
stalled. It needs no special equipment and can be 
conveniently cut and mitred on the job. 


durable: The rigidity and durability of aluminum 
frames has been proven over a period of many years. 

maintenance: No maintenance is required with 
anodized aluminum frames. 

ease of installation: Slip-tite is easily installed. 
No special tools are required, and the aluminum is 
easily cut and mitred on the job. 


ALUMINUM nap-Uite } jS)crew~^~J ite OR SL-Dile 

TRIM: 

(a) Furnish and install complete as per details (indicate Snap* 
Tile, Screw*Tite or Slip-Tile) aluminum trim, chalk trough, map 
and display rail, and grounds, tor all chalkboards, display and 
bulletin boards on walls, wardrobes, etc., in all class rooms, special 
rooms, corridors, offices, etc. where indicated on drawings. 

(b) All aluminum metal trim shall be dull anodized finish. 

(c) All aluminum for trim, chalk trough, wardrobe trim and dis¬ 
play board frames shall be extruded shapes of approved sections 
and of ihickness as indicated on detail drawings. AH trim and 
chalk trough shall be in single lenglhs up to 24 ft. long, straight, 
true and free of defects. 

(d) Sliding map hooks and map winders for map and display rail 
shall be furnished as specified ... 

(e) For Snap-Tite only. Furnish and erect continuous gal¬ 
vanized steel grounds of 16 gauge metal, straight and true, blocked 
out with metal shims for proper alignment so that tace of ground 
becomes finish plaster line, securely fastened at in'ervals not over 
16“ on centers under chalkboards and not over 20“ elsewhere. 
Where cinder concrete blocks or hollow tile blocks are used fcr 
partitions, or furring, ihe grounds shall be secured by toggle bolts 
of proper size. Where partition walls are to be unplastered, 
grounds shall be installed in such a manner as to receive extended 
trim for unplastered walls. Ground pieces may be substituted for 
continuous grounds on unplastered walls. 

(f) For Snap-Tite only. Trim and chalk trough clips, of 
approved sizes, thicknesses and spacings, shall be cadmium plated 
steel formed to receive snap-on trim and to lap edges of chalk¬ 
board not less than l A“. Clamps, of approved sizes, thicknesses 
and spacings, shall be cadmium plated steel and secured to 
grounds in such manner as to provide permanent alignment of 
chalkboard face. Clips and clamps are to be placed adjacent to all 
joints and adjacent to all corners at horizontal and vertical sections 
and at intermediate points not over 16“ on centers. 

(g) For Screw-Tite only. All chalk rails and trim shall be 
drilled in the field to receive cadmium plated screws. 

(h) After chalkboards and corkboards have been installed, the 
aluminum trim shall be completed by erecting all chalk troughs 
and trim. All work under this heading shall be erected by or under 
the supervision of the manufacturer of the trim. 

(j) For Slip-Tile only. All chalk rails shall be firmly bolted 
to wall before erection of chalkboards. Map rails shall be bolted 
through chalkboards io wall surfaces. All remaining perimeter 
trim shall be held in place by aluminum clips, as detailed. 

All work under this heading shall be installed under the super¬ 
vision of the manufacturer of ihe trim. 

(k) All the above shall be Snap-Tite, Screw-Tite or Slip-Tile 
aluminum trim as manufactured by the Gotham Chalkboard and 
Trim Co., Inc. 
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full size details 

surface mounted 




trim 
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CHALK TROUGH UNDER CORK OPTIONAL 


All EXTRUDED TRIM IS Vl6" THICK EXCEPT 
CHAIK TROUGH WHICH IS 3/ 32 " 



CORK 




CHALKBOARD 
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(lush with plaster 





REQUIRED FOR PLASTER 
BACKING ONLY 
(PLASTER BACKING 

OPTIONAL) _ 



O 0 



REQUIRED FOR PLASTER BACKING ONLY 
(PLASTER BACKING OPTIONAL) 



CORK 

PLASTER CHALKBOARD 
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CHALK TROUGH UNDFR CORK OPTIONAL 

ALL EXTRUDED TRIM IS Vl6 w THICK EXCEPT 
CHALK TROUGH WHICH IS 3/ 32 " 


full size details 

surface mounted 
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MAP RAIL WITH 

CORK INSERT FOR WOOD 
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trim full size details 


12J, 42 


10Z 



12J, 41 


12J, 41 



1C, 101F 



12J, 41 


1C, 101F 


chalk trough under cork optional 

ALL EXTRUDED TRIM IS 1/l6" THICK EXCEPT 
CHALK TROUGH WHICH IS 3/ 32 " 







































































































































































































































ready framed boards 


half full size details 



Gotham's economy Ready-Framed 
Chalkboard and Corkboard combines 
ease of installation, flexibility of design 
and economy of cost. Principles of pre¬ 
fabrication and precision factory pro¬ 
duction have been employed in the 
manufacture of Ready-Framed boards 
thus insuring that specifications will be 
met. Ready-Framed boards are deliv¬ 
ered to the building site completely 
assembled for quick, simple and eco¬ 
nomical installation. 


ready framed trim 


half size details 

2, 12, 22, 32 



5, 15, 25, 35 
2 , 12 , 22 , 32 



5, 15, 25, 35 


vVv/ 

✓ </ 


1, 11, 21, 31 



1, 11, 21, 31 



5, 15, 25, 35 



t, 11, 31 


5, 15, 35 


y/ v/ v/ 

v/vV 

v/V 


note: For recommended specifications 
see page 21. 
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ready framed boards 

half full size details 
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PLAN AT "21 


PLAN AT ”31" 
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ready-framed boards 
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recommended specifications 


All chalkboards and corkboards shall be Gotham 
Ready-framed (specify type) trim. Chalkboards shall 
be (specify type). Corkboards shall be (specify type). 
They shall be shipped to the job site completely 
framed and ready for field installation. All mitres, 
butt joints, etc., shall be made at the factory and 
all trim securely fastened to the chalkboards and 
corkboards. 

Continuous 16 gauge galvanized steel hanging bars 


shall be fastened to all boards at the top of each 
unit at the factory. Continuous hanging bars shall 
be furnished for fastening to walls behind chalk¬ 
boards and corkboards. 

Adjustable clips shall be furnished for positioning 
all boards along bottom edge. These clips shall be 
installed 24" O.C. Spotting cement shall be furnished 
for use across horizontal center of all units. 


recommended size limitations * 


type and thickness of 

“ l M Trim 

chalkboard and corkboard 

DeLuxe 

Screw-Tite 

Snap-Tite 

Va" composition chalkboards: 

or 

Vs" cork mounted on %" backing 
or 

Va" cork mounted on Va" backing W-O" 

12 , -0 ,/ 

12 / -0 // 

12'-0" 

Vi" composition chalkboards: 

or 

combination chalkboard-corkboard units 16'-0" 

16'-0" 

16'-0" 

16'-0" 

Ceramo-Steel, Vitro-Matic 

or 16 , -0 ,/ 

Hi-Temp steel chalkboards 

16 / -0" 

16'-0" 

16 / -0" 


These limitations in size are recommended for 
efficiency, ease of handling and economy of fabri¬ 
cation. Larger size units can be furnished. 

> 
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vertical 


manually operated 

Gotham counter-balanced chalkboards are con¬ 
structed of steel casing using reinforced ex¬ 
truded chalkboard frames and tracks. Lead 
weights are used for counter-balancing. Chalk¬ 
boards are attached to the lead weights with a 
sprocket chain passing over ball-bearing 
sheaves. Chalkboard panels can be moved up 
or down independently of each other. With all 
leaves in lowered position, the wall behind the 
chalkboard may be used for projection screen. 
Special nylon ball bearing rollers insure ease 
of operation. Maximum recommended size of 
individual panels is dependent upon type of 
chalkboards used. For "Ceramo-Steel" or 
"Vitro-Matic" chalkboard, 10' x 4' is maximum 
size. For Composition chalkboards, 12' x 4' is 
maximum size of individual panels. Where 
larger panels are required an intermediate 
vertical mullion piece is recommended. 

electrically operated 

Details and information for electrically operated 
counter-balanced chalkboards furnished on re¬ 
quest. These chalkboards must be custom 
desiqned to suit the individual construction 
problem. 



details: quarter full size 



item #650 
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horizontal 
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chalkboards and corkboards 

Gotham horizontal sliding chalkboards are 
constructed of anodized tubular aluminum 
framing, aluminum frames for chalkboards and 
aluminum tracks with ball-bearing nylon 
rollers. Improved overhead type hardware in¬ 
sures maximum ease of operation. 

Sliding panels may either be chalkboard or 
corkboard. Fixed chalkboard or corkboard 
panel behind sliding panels is optional and 
may be replaced with a projection screen. 

All of Gotham's superior chalkboards may be 
specified for standard construction. 


details: half full size 



item #600 
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reversible easels 


These muiii-purpose re¬ 
versible boards are readily 
adaptable to all class¬ 
rooms needs. They are 
ideal as chalkboards, as 
tackboards and as adjust¬ 
able easels. The map and 
display rail at the top fa¬ 
cilitates the hanging of 
charts and maps and may 
also be used as a tack 
strip. 



item #400 


recommended specifications 

All reversible easel boards shall be as manufactured 
by GOTHAM CHALKBOARD & TRIM CO., INC. and 
shall consist ot extruded aluminum framing and 
channels for chalkboards. Map and display rail at 
the top shall be provided with sliding map hooks 
and/or paper clips as specified. The aluminum fram¬ 
ing shall be fastened to wood grounds as provided 
by the Contractor. Arm brackets shall be of alumi¬ 
num and notched for three different positions. Alu¬ 
minum paint trays shall be attached to the arm 


brackets in such a manner as to be removable. The 
brackets are to be fastened so that they may be 
swung into a concealed position beneath the chalk 
tray when not in use. 

Easel boards shall be of GOTHAM "Structo-board" 
on one side and GOTHAM "'Unmounted" cork on 
the reverse side. 

All aluminum shall be anodized. 


swinging 



item #800 


boards, framed with ex¬ 
truded aluminum sections, aluminum 
hardware and cadmium plated steel 
brackets, are at once economical and 
broadly adaptable. These boards can 
be furnished with chalkboard writing 
surface on one side, two sides, or chalk¬ 
board surface on one side and cork- 
board on the reverse side. 

"Multi-Leaf" is fabricated in units of two 
to six leaves with the maximum size of 
each leaf 4'-0" x 4'-0". Each leaf opens 
to a 180° position independently of the 
other leaves. 

Gotham Composition Chalkboards are 
recommended for use in "Multi-Leaf" 
panels. 


Q 
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details: quarter full size 





revolving 
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item #420 


CHALKBOARD and TRIM COMPANY, INC. 


This Way aluminum- 

framed iwo-sided chalkboard, 
mounted on an all-exiruded alumi¬ 
num stand with ball-bearing rubber 
casters, offers ready mobility with 
attractive design. 

"Roll-A-Way" chalkboards can be 
equipped with any of the Gotham 
chalkboards — surfaced on one or 
both sides, or with chalkboard on 
one side and corkboard on the re¬ 
verse side. 

Maximum size of chalkboard panel 
is 8'-0" x 4'-0". Item 420: Aluminum 
display rail standard equipment. 
(As Illustrated) 

Item 430: Available without display 
rail. 
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cases 



Gotham display cases are constructed of anodized 
extruded aluminum frames and door panels. 
Piano hinges, locks, knobs, catches, etc. are all 
solid brass with chromium plating. 

They may be installed on either plastered or un~ 
plastered walls and provide an excellent means 
for posting notices and bulletins in lobbies, corri¬ 
dors and offices. These cases feature a hinged 
glass door construction. Sliding doors are also 
available. 

It is recommended that glass be installed at the 
job site by the glazing contractor on the #300 
Series. #900 Series are glazed at the factory. 




STANDARD SIZES 


Number 

Size 

Number of Doors 

301 

24" WIDE X 36" HIGH 

SINGLE DOOR 

302 

30" WIDE X 42" HIGH 

SINGLE DOOR 

303 

36" WIDE X 48" HIGH 

SINGLE DOOR 

304 

60" WIDE X 42" HIGH 

TWO DOORS 

305 

60" WIDE X 48" HIGH 

TWO DOORS 

306 

72" WIDE X 42" HIGH 

TWO DOORS 

307 

72" WIDE X 48" HIGH 

TWO DOORS 



STANDARD SIZES 


Number 

Size 

Number of Doors 

900 

25" 

WIDE X 36" 

HIGH 

SINGLE DOOR 

950 

43" 

WIDE X 36" 

HIGH 

TWO DOORS 


All custom fabricated or non-standard size units for 
#300 and #900 series will be furnished at extra cost. 



































































































































cabinets 
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Gotham recessed type cabinets are constructed 
of anodized extruded aluminum frames and door 
panels. Hardware is solid brass with chromium 
plating. 

These cabinets provide excellent means for dis¬ 
playing trophies, exhibits, and artwork. Door 
panels are of hinged or sliding construction and 
are provided with locks. 

Mill work shall be furnished under mill work 
specifications. It is also recommended that glaz¬ 
ing of doors, glass shelves with brackets be 
furnished by glazing and hardware contractors, 
respectively. 



^ -- 
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SCHEDULE HEIGHT 

SCHEDULE WIDTH 



STANDARD SIZES 


SCHEDULE WIDTH 


Number 

Size 

Number of Doors 

351 

24" WIDE X 36" HIGH 

SINGLE DOOR 

352 

30" WIDE X 42" HIGH 

SINGLE DOOR 

353 

36" WIDE X 48" HIGH 

SINGLE DOOR 

354 

60" WIDE X 42" HIGH 

TWO DOORS 

355 

60" WIDE X 48" HIGH 

TWO DOORS 

356 

72" WIDE X 42" HIGH 

TWO DOORS 

357 

72" WIDE X 48" HIGH 

TWO DOORS 


STANDARD SIZES 


Number 

Size 

Number of Doors 

364 

60" WIDE X 42" HIGH 

TWO DOORS 

365 

60" WIDE X 48" HIGH 

TWO DOORS 

366 

72" WIDE X 42" HIGH 

TWO DOORS 

367 

72" WIDE X 48" HIGH 

TWO DOORS 
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